
ZRC Series

PNEUMATIC ACTUATORS



Technical Characteristics

ZRC series pneumatic actuators, with the integrated use of advanced precision machining equipment, high-
quality materials and industrial design technology. After rigorous testing and optimization of production line, ZRC 
series pneumatic actuators have lots of advantages like smooth and reliable operation, long working life, high 
corrosion resistance, flexible selection, competitive price and so on.

1.Piston                                                                                                                             
       
The teeth of piston machined by CNC machining centre, makes the operation smoother and performance more 
reliable. Anodized treatment improves the corrosion and wear resistance.
 
2. End Cap
     
The function of 95° position limit is optimally designed on the end cap, instead of extra limit screw. This design
improves the safety and reliability.

3. Fasteners
     
The stainless-steel fasteners, are safe with high corrosion resistance.

4. Spring
     
 Preloaded and coated springs are made from high quality material for higher corrosion resistance and longer 
service life, which can be demounted safely and conveniently to satisfy different requirements 
of torque by changing quantity of springs. 

5. Hard Anodized

The surface of the aluminium body is treated with hard anodizing which improves
 corrosion resistance & wear.

6. Drive shaft

The drive shaft is high-precision and integrative, made from nickel plated alloy steel, full compliance to the 
latest standards of IS052T, DIN3337 and NAMUR. The dimensions can be
customized to satisfy 180° Stroke.    

7. Adjust screw
       
 The two independent external travel stop adjust screws can adjust ±5° at    both 
open and close positions easily and precisely.
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Parts &Material

Basic (B)/Integral (M)

S. No. Description Qty. Standard Material Protection
Optional 
Material

1 Indicator screw 1 Plastic + Stainless steel

2 Indicator 1 ABS Plastic

3 Spring clip 1 Stainless steel

4 Thrust washer 1 Stainless steel

5 Outside washer 1 Polyformaldehyde

6 Body 1 Extruded aluminum(6005-TS) Hard anodized

7 Inside washer 1 Polyformaldehyde

8 Cam 1 45# steel

9 D-ring (Shaft top) 1 NBR Viton / LTNBR

10 Bearing (Shaft top) 1 Polyformaldehyde

11 Drive Shaft 1 Alloy steel Nickel plated Stainless steel

12 Bearing (Shaft bottom) 1 Polyformaldehyde

13 O-ring (Shaft bottom) 1 NBR Viton/LTNBR

14 O-ring (Adjust screw) 2 NBR Viton /LTNBR

15 Plug 2 NBR

16 Nut 2 Stainless stool

17 Adjust screw 2 Stainless steel

18 Piston 2 Cast aluminum Anodized

19 Guide (Piston) 2 Nylon 66

20 O-ring (Piston) 2 NBR Viton / LTNBR

21 Bearing (Piston) 2 Polyformaldehyde

22 Spring 0-12 Spring steel Electrophoretic paint

23 O-ring (End cap) 2 NBR Viton / LTNBB

24 End cap 2 Cast aluminum Powder coated

25 Cap screw 8 Stainless steel

26 Dustproof plug 2 Plastic

3



Operating Principle

90° Open                                                  0° Close

Air to Port A forces the pistons outwards, causing the drive shaft to turn clockwise while the air is being exhausted 
from Port B. Air to Port B forces the pistons inwards, causing the drive shaft to turn counter-clockwise while the air 
is being exhausted from Port A.

0° Close                                              90° Open

Air to Port A forces the pistons outwards, causing the drive shaft to turn counter-clockwise while the air is being exhausted 
from Port B. Air to Port B forces the pistons inwards, causing the drive shaft to turn clockwise while the air is being 
exhausted from Port A.

                                                    

CCW( Standard)

Double Acting Actuators :

0° Close                                         90° Open

Air to port A forces the pistons outwards, causing the springs to compress, The drive shaft turns counter-
clockwise while air is being exhausted from port B. Loss of air pressure on port A, the stored energy in the 
springs forces the pistons inwards. The drive shaft turns clockwise while air is being exhausted from port A.

Single Acting Actuators:                

90° Open                                                     0° Close

Air to Port A forces the pistons outwards, causing the drive shaft to turn clockwise while the air is being 
exhausted from Port B. Air to Port B forces the pistons inwards, causing the drive shaft to turn counter-
clockwise while the air is being exhausted from Port A.

FO-CW

FC-CCW(Standard)

CW
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Output Torque – Double Acting

Air Supply Pressure(Bar)

Model 3 3.5 4 4.5 5 5.5 6

ZRC2DA 7 8 10 11 12 13 14

ZRC4DA 12 14 16 18 20 22 24

ZRC6DA 22 26 29 33 36 40 44

ZRC8DA 30 35 40 45 50 55 60

ZRC10DA 47 55 63 70 78 86 94

ZRC12DA 68 79 90 102 113 124 135

ZRC14DA 99 116 132 149 165 182 198

ZRC16DA 1501 176 200 226 251 276 301

ZRC20DA 257 299 342 385 427 470 513

ZRC22DA 399 466 532 598 665 731 798

ZRC24DA 638 745 851 958 1064 1170 1277

ZRC26DA 798 931 1064 1197 1330 1463 1596

ZRC28DA 1155 1347 1539 1731 1924 2116 2308

ZRC30DA 1755 2047 2339 2632 2924 3216 3509

ZRC32DA 2289 2671 3052 3434 3815 4197 4578

ZRC34DA 3427 3998 4570 5141 5712 6283 6854

ZRC36DA 4884 5698 6512 7326 8140 8954 9768

Unit :Nm
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Output Torque  Single Acting

Basic (B)/Integral (M)

Output Torque

OUTPUT TORQUE OF AIR TO SPRING
Spring
Output

MODEL

Air Pressure(Bar)

Spring
Qty

3 4 5 6

0° 90° 0° 90° 0° 90° 0° 90° 90° 0°

Start End Start End Start End Start End Start End

ZRC4SA

5 7.6 5.7 6.2 4.3

6 6.9 4.5 10.9 8.5 7.4 5.0

7 6 3.3 9.8 7.3 14.0 10.4 8.6 5.9

8 5.2 2 9.2 6.0 13.2 9.1 17.2 14.1 9.9 6.7

9 4.3 0.8 8.3 4.8 12.3 7.9 16.3 12.8 11.1 7.6

10 7.4 3.6 11.5 6.7 15.5 11.6 12.4 8.5

11 6.6 2.3 10.6 5.4 14.6 10.4 13.6 9.3

12 9.7 4.2 13.8 9.1 14.8 10.2

ZRC6SA

5 15 11.4 22.3 14.9 10.4 6.8

6 13.6 9.3 20.9 16.6 28.3 23.9 12.5 8.2

7 12.5 7.2 19.5 14.5 26.8 21.9 14.6 9.6

8 10.9 5.1 18.2 12.4 25.5 19.8 32.8 27.0 16.7 10.9

9 16.8 10.4 24.1 17.7 31.4 24.9 18.8 12.3

10 14 8.2 22.8 15.6 30.0 22.8 20.9 13.7

11 21.5 13.5 28.7 20.7 22.9 15.0

12 29.5 25.7 20.0 11.4 27.3 18.6 25.0 16.4

ZRC8SA

5 19.4 15.5 14.5 10.5

6 17.3 12.6 27.4 22.7 37.5 32.8 17.4 12.7

7 15.2 9.7 25.3 19.9 35.4 29.9 20.3 14.8

8 13.1 6.8 23.1 16.9 33.3 27.0 43.2 37.0 23.2 16.9

9 21.0 14.1 31.2 24.1 41.1 34.1 26.1 19.0

10 19.0 11.1 28.8 21.2 39.0 31.2 29.0 21.1

11 27.0 18.3 37.0 28.3 31.9 23.2

12 24.9 15.4 34.9 25.4 34.7 25.3

ZRC10SA

5 31.1 24.0 46.8 39.7 23.0 15.8

6 28.0 19.3 43.7 35.1 59.4 50.7 27.6 19.0

7 24.8 14.8 40.5 30.5 56.2 46.2 32.2 22.1

8 21.7 10.1 37.4 25.8 53.1 41.5 68.8 57.2 36.8 25.3

9 34.2 21.3 49.9 37.0 65.6 52.6 41.4 28.5

10 31.0 16.6 46.7 32.3 62.4 48.0 46.0 31.6

11 43.6 27.7 59.3 43.4 50.6 34.8

12 40.4 23.2 56.1 38.9 55.2 38.0

ZRC12SA

5 44.2 33.2 66.8 55.9 34.4 23.3

6 39.6 26.4 62.2 49.0 84.8 71.6 41.2 28.0

7 34.9 19.4 57.5 42.1 80.2 64.7 48.1 32.7

8 31.3 12.6 52.9 35.2 75.5 57.9 98.1 80.5 55.0 37.3

9 48.2 28.4 70.9 51.0 93.5 73.6 61.9 42.0

10 43.6 21.5 66.2 44.1 88.8 66.7 68.7 46.7

11 61.5 37.2 84.1 59.9 75.6 51.4

12 56.8 30.4 79.4 53.0 82.5 56.0

ZRC14SA

5 67.5 49.9 100.6 83.0 49.2 31.6

6 61.1 40.0 94.2 73.2 127.3 106.2 59.1 38.0

7 54.9 30.3 87.9 63.4 121.0 96.4 68.9 44.3

8 48.5 20.4 81.6 53.5 114.7 86.5 147.7 119.6 78.7 50.6

9 75.3 43.7 108.4 76.8 141.5 109.8 88.6 56.9

10 68.9 33.4 102.0 66.5 135.1 99.6 98.4 63.3

11 95.7 57.0 128.7 90.1 108.3 69.6

12 89.4 47.5 122.5 80.6 118.1 75.9

ZRC16SA

5 98 72 148 122 79 52

6 88 56 138 107 188 157 94 63

7 77 40 127 90 178 141 110 73

8 67 25 117 75 167 125 217 176 125 84

9 107 59 157 109 207 159 141 94

10 96 44 146 94 196 144 157 105

11 136 78 186 128 173 115

12 125 63 176 113 188 125

Unit :Nm
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Output Torque – Single Acting

Basic (B)/Integral (M)

OUTPUT TORQUE OF AIR TO SPRINGS  
Spring
Output

MODEL

Air Pressure(Bar)

Spring
Qty

3 4 5 6

0° 90° 0° 90° 0° 90° 0° 90° 90° 0°

Start End Start End Start End Start End Start End

ZRC20SA

5 171 127 256 213 129 86

6 154 102 239 187 325 273 155 103

7 137 76 222 162 308 247 181 120

8 120 50 205 136 291 221 376 307 206 137

9 187 110 273 196 358 281 232 155

10 170 84 256 169 341 255 258 172

11 238 143 324 229 284 189

12 221 118 307 203 310 206

ZRC22SA

5 259 191 392 324 208 140

6 232 149 365 282 498 415 250 168

7 203 107 336 240 469 373 292 196

8 176 66 309 199 442 332 575 465 333 223

9 280 157 413 290 546 423 375 251

10 253 115 386 248 519 381 417 279

11 358 207 491 340 458 307

12 330 165 463 298 500 335

ZRC24SA

5 438 329 651 542 309 200

6 398 267 611 480 824 693 371 240

7 358 205 571 418 784 631 433 280

8 318 143 531 356 744 569 957 782 495 320

9 491 295 704 507 917 720 557 360

10 451 233 664 446 877 658 618 400

11 624 384 837 597 680 440

12 584 322 797 535 742 480

ZRC26SA

5 523 418 789 684 380 275

6 468 342 734 608 1000 874 456 330

7 413 266 679 532 945 798 532 385

8 358 190 624 456 890 722 1156 988 . 608 440

9 569 380 835 646 1101 912 684 495

10 514 304 780 570 1046 836 760 550

11 725 494 991 760 836 605

12 670 418 936 684 912 660

ZRC28SA

5 744 600 1129 985 554 410

6 662 489 1047 874 1432 1259 665 492

7 580 379 964 764 1349 1149 775 575

8 498 268 883 653 1267 1037 1652 1422 886 656

9 800 542 1185 926 1569 1311 998 739

10 718 431 1103 816 1488 1201 1108 821

11 1021 705 1406 1090 1219 903

12 939 594 1323 979 1330 985

ZRC30SA

5 1195 968 1779 1552 787 560

6 1083 811 1667 1396 2252 1981 943 672

7 972 654 1556 1238 2141 1823 1101 783

8 860 497 1444 1081 2029 1666 2614 2252 1258 895

9 1332 923 1917 1509 2502 2094 1416 1007

10 1220 767 1805 1352 2390 1937 1572 1119

11 1693 1194 2278 1779 1730 1231

12 1582 1037 2167 1623 1887 1342

ZRC32SA

5 1061 730

6 1316 875 1273 876

7 1153 639 1916 1402 1485 1022

8 991 403 1754 1166 2517 1929 1697 1168

9 1592 930 2355 1693 3118 2456 1909 1314

10 1430 695 2193 1458 2956 2221 2122 1460

11 2030 1222 2793 1985 2334 1606

12 1868 986 2631 1749 2546 1752

ZRC34SA

5 1702 1173

6 1863 1157 2043 1408

7 1602 779 2745 1922 2383 1642

8 1341 401 2484 1544 3626 2686 2724 1877

9 2224 1165 3336 2307 4508 3449 3064 2112

10 1963 787 3105 1929 4247 3071 3405 2346

11 2844 1551 3986 2693 3745 2581

12 2584 1172 3726 2314 4086 2816

ZRC36SA

7 2880 1837

8 2550 1225 3292 2100

9 2259 768 3887 2396 3703 2362

10 1967 311 3595 1939 5223 3567 4115 2624

11 3303 1482 4931 3110 6559 4738 4526 2887

12 3012 1025 4640 2653 6268 4281 4938 3149

13 4348 2195 5976 3823 5349 3412

14 4057 1738 5685 3366 5761 3674

15 3765 1281 5393 2909 6172 3937

16 5101 2452 6584 4199

Unit :Nm
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Dimensions

Basic (B)/Integral (M)

Model 1 2 4 6 8 10 12 14 16 20 22 24 26 28 30 32 34 36

A 116 123 148 170 186 212 266 272 306 398 456 534 536 604 718 777 916 903

B 46 65 71.5 83 95 103 108.5 121.5 142 152.5 174 206 226 260 294 336 385 520

C 46 60 72 88 99.5 109 116.5 133 155 172 197 230 255 289 326 350 410 466

D 66 80 92 108 119.5 129 136.5 153 185 202 227 260 285 319 356 380 440 496

E 040 040 040 040 040 040 040 040 055 055 055 080 080 080 080 080 080 080

F M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8

G 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 0 30

H 50 80 80 80 80 80 80 80 80/130 80/130 80/130 130 130 130 130 130 130 130

FRONT VIEW                           SIDE VIEW                          TOP VIEW

Model 1 2 4 6 8 10 12 14 16 20 22 24 26 28 30 32 34 36

M 32 32 32 32 32 32 32 32 32 32 32 32 32 32 45 45 45 45

N 24 24 24 24 24 24 24 24 24 24 24 24 24 24 40 40 40 40

O GI / 8 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 4 " GI / 2 " G1 / 2 " GI / 2 " GI / 2 "

P M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M5x8 M6x10 M6x10 M6x10 M6x10

0 / F03 F03 F05 F05 F05 F05 F07 F07 F10 F10 / / / / / F16 F16

01 F03 F05 F05 F07 F07 F07 F07 F10 FIO F12 F12 F14 F14 F16 F16 F16 F25 F25

R / M5x8 M5x8 M6x10 M6x10 M6x10 M6x10 M8x13 M8x13 MI0x16 MI0x16 / / / / M20x25 M20x25 M20x25

R1 M5x6 M6x9 M6x9 M8x13 M8x13 M8x13 M8x13 MI0x16 MI0x16 MI2 × 19 M12x19 MI6x23 MI6x23 M20x25 M20x25 M20x25 MI6x24* MI6x24*

S 9x9 11x11 11x11 14x14 14x14 17x17 17x17 22x22 22x22 27x27 27x27 36x36 36x36 46x46 46x46 46x46 46x46 55x55

T 10 10 10 10 10 10 14 14 22 22 22 32 32 32 32 32 32 32

U 10.5 12 12 12 12 12 12 12 12 12 12 12 12 12 12 12 12 12

Connection

Unit :mm

Unit :mm

*8 screw holes

ZR
C

-1
ZR

C
-2

ZR
C

-4
 t

o
 3

0
ZR

C
-3

2
 t

o
 3

6
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Operating Conditions

Spring Set Configuration

Spring mounting form for spring return actuators

During selecting the spring return actuators, we can  choose the more reason able and more economical 
actuators, if we know the different torques of the  valve at opening, operating and closing.

Operating media
Dry or lubricated air, or the non-corrosive gases. 
The maximum particle diameter must less than 30pm

Air supply pressure
The minimum supply pressure s 2Bar, the maximum
supply pressure is 8Bar

                                                                                                    
                                                                                                      Operating temperature
                                                                                                      Standard (NBRO-rings):-18°C~+80°C
                                                                                                      High temperature(Viton O-rings):-20°C~+150°C
                                                                                                      Low temperature(LTNBRO-rings):-40°C~+120°C

Travel adjustment
Have adjustment range of ±5° for the rotation at 0° and 
90°

Lubrication
Actuators are factory lubrication located. Under normal
Operating condition, need not to add lubricant

Application
Either indoor or outdoor

5 Springs                                    6 Springs                                      7 Springs                      8 Springs
      

      9 Springs                                  10 Springs                                       11 Springs                    12 Springs
                                                                                     

Weight

Model 1 2 4 6 8 10 12 14 16 20 22 24 26 28 30 32 34 36

DA 0.35 0.95 1.3 2.05 2.60 3.25 4.45 5.95 9.15 13.9 1963 31.7 37.8 52.7 73.3 100.6 160 197.3

SA - 8 - - 1.41 2 2.75 3.5 4.95 6.3 10.1 15.3 22.1 36 43.9 61.35 90.1 118.2 192 227

SA -10 - 0.97 1.43 2.15 2.8 3.6 3.03 6.63 10.3 13.7 22.75 37.1 45.45 63.5 93.8 122.6 200 234.3

ZRC2DA only use 2springs.
                                                                                                                             
Note: Weights of ZRC1DA~ZRC30DA include carton.
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Operation Time

Basic (B)/Integral (M)

*The operation time of the actuator depends on the CV values of the solenoid valves, filter regulator and pipes, it also depends on the air pressure, operating load and so on.

Air Consumption

Model Air volume opening Air volume closing Model Air volume opening Air volume closing

ZRC1 0.04 0.05 ZRC20 2.5 2.2

ZRC2 0.08 0.11 ZRC22 3.7 3.2

ZRC4 0.12 0.16 ZRC24 5.9 5.4

ZRC6 0.21 0.23 ZRC26 7.5 7.5

ZRC8 0.30 0.34 ZRC28 11.0 9.0

ZRC10 0.43 0.47 ZRC30 17.0 14.0

ZRC12 0.64 0.73 ZRC32 23.8 29.7

ZRC14 0.95 0.88 ZRC34 35.1 46.3

ZRC16 1.6 1.4 ZRC36 52.6 56.0

Air consumption rest with Air Supply. Air volume and Action cycle times, 
expressions: L/Min=Air volume(Air volume Opening + Air volume closing)x[(Air Supply(Kpa)+101.3)+101.3]x  Action cycle times/min

Unit : L
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Double Acting

Size 0°- 90° 90°-0° Size

Spring Qty

3+3 3+4 4+4 4+5 5+5 5+6 6+6

0°- 90° 90°-0° 0°- 90° 90°-0° 0°- 90° 90°-0° 0°- 90° 90°-0° 0°- 90° 90°-0° 0°- 90° 90°-0° 0°- 90° 90°-0°

ZRC2DA 0.1 0.1 - - - - - - - - - - - - - -

ZRC4DA 0.2 0.2 ZRC4SA 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.3 0.2 0.4 0.2 0.5 0.2

ZRC6DA 0.2 0.2 ZRC6SA 0.3 0.4 0.3 0.4 0.3 0.4 0.3 0.3 0.4 0.3 0.5 0.3 0.6 0.3

ZRC8DA 0.3 0.3 ZRC8SA 0.3 0.4 0.3 0.4 0.4 0.4 0.4 0.4 0.4 0.3 0.5 0.3 0.6 0.3

ZRC10DA 0.4 0.4 ZRC10SA 0.6 0.7 0.7 0.6 0.7 0.6 0.7 0.5 0.7 0.5 0.8 0.5 0.9 0.4

ZRC12DA 0.6 0.6 ZRC12SA 0.6 0.8 0.7 0.7 0.8 0.7 0.8 0.6 0.8 0.6 0.9 0.6 1 1

ZRC14DA 0.8 0.8 ZRC14SA 1 1.4 1.2 1.3 1.4 1.2 1.6 1.1 1.8 1 2 0.9 2.2 0.9

ZRC16DA 1.2 1.2 ZRC16SA 1.4 1.6 1.6 1.5 1.8 1.4 2 1.3 2.2 1.2 2.3 1.1 2.6 1.1

ZRC18DA 1.4 1.4 ZRC18SA 1.8 2.1 2.1 2 2.4 1.8 2.7 1.6 3 1.5 3.2 1.4 3.6 1.3

ZRC20DA 1.6 1.6 ZRC20SA 2.1 2.7 2.5 2.4 2.9 2.1 3.3 1.9 3.7 1.7 4.1 1.6 4.5 1.5

ZRC22DA 2.9 2.9 ZRC22SA 3.3 3.8 3.7 3.5 4.3 3.2 4.6 3 5.1 2.8 5.3 2.7 6 2.5

ZRC24DA 5 5.2 ZRC24SA 5.3 7 6 7 6.5 7 7.3 6.6 8.2 6.3 8.7 6 9.2 5.6

ZRC26DA 6 5.5 ZRC26SA 8 10 8.5 9.7 9 9.4 9.5 9.1 10 8.9 10.5 8.6 11 8.2

ZRC28DA 8.5 8.5 ZRC28SA 15 13 15.5 12.6 16 12.2 16.5 11.8 17 11.4 17.5 11 19 10.6

ZRC30DA 11 11 ZRC30SA 20 17 21 16 22 15 23 14 24 13 25 12 26 11

ZRC32DA 14 14 ZRC32SA 27 25 26 24 25 23 23.5 22 22 21 20.5 20 27 19

ZRC34DA 25 25 ZRC34SA 31 29 32.5 28 34 27 35.5 26 37 25 38.5 24 40 23

ZRC36DA 31 29 ZRC36SA 44 32.4 45 31 47 30.6 49 29.2 50 27.8 52 26.4 54 25



*Standard Sizing : Double Acting

The suggested safety factor for spring return actuator under normal working conditions is 30-50%

Example: 
The torque needed by valve =80Nm
The torque considered safety
 factor= 80x(l+30%) = 104Nm
Air Supply =  5Bar 
According to the below table, we can select the model ZRC20SA7.             
 

Example:
The max torque needed by the butterfly valve = 104Nm
The torque after opened (operating) 104 x 30% = 32Nm 
Air Supply = 5Bar
We can select the model ZRC16SA10, 
output torque is: Air stroke 0°=146Nm>104Nm 
Air stroke 90°= 94Nm>32Nm
Spring stroke 90°= 157Nm>32Nm
Spring stroke 0°= 105Nm>104Nm

The above data's show  the actuator’s torque can satisfy the requirement of the butterfly valve.

Butterfly  valve 100%
 
      Plug     valve  100% 

        Ball    valve  100%

30%                           100%

                         50%                            80%

                         40%                             80%

Open 0°        Operating 90°   Close 0°

Model Selection                                                                           Example:  ZRC8SA10

1                2             3         

ZRC  - 8          SA10    

Series        Model         Type      

                                                

 ZRC    -      1                 DA     

                    .                  SA

                    .

                    .

                   36

              SA + Spring Qty

                                               

                                                                       

                   

                     

                       

The suggested safety factor for double acting actuators under normal working conditions is 20%-30%.

Example:
The torque needed by valve = 100Nm.

 The torque considered safety factor (1+30%)=130N.m

Air Supply=5 Bar

According to the above table, we can select the model ZRC14DA

*Standard Sizing : Single Acting 
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*Standard Sizing: Spring Return 

Basic (B)/Integral (M)

Model
Flange Connection ( ISO 5211 ) Drive Shaft Bottom Hole ( ISO 5211 )

Accessory Connection(VDI/VDE 
3845) Air Connection

Standard Options Standard Options Standard Options Standard

ZRC1DA F03 Ds09 30x80 H20 GI / 8 "

ZRC2DA F03 + F05 F04 DS11 30x80 H20 GI / 4 "

ZRC4DA F03 + F05 F04 DS11 30x80 H20 GI / 4 "

ZRC6DA F05 + F07 F04 + F07 DS14 30x80 FH20 GI / 4 "

ZRC8DA F05 + F07 F04 + F07 DS14 30x80 H20 GI / 4 "

ZRC10DA F05 + F07 DS17 30x80 FH20 GI / 4 "

ZRC12DA F05 + F07 DS17 30x80 H20 GI / 4 "

ZRC14DA F07 + F10 DS22 30x80 H20 30x130 H30 ( 20 ) Gl / 4 "

ZRC16DA F07 + F10 DS22 30x80 H20 30x130 FH30 ( 20 ) GI / 4 "

ZRC20DA F10 + F12 DS27 30x80 H20 30x130 H30 ( 20 ) GI / 4 "

ZRC22DA F10 + F12 DS27 30x80 H20 GI / 4 "

ZRC24DA FI4 F10 / FI2 DS36 30x130 H30 GI / 4 "

ZRC26DA F14 FI0 / FI2 DS36 30x130 H30 GI / 4 "

ZRC28DA F16 F10 / FI4 DS46 30x130 H30 GI / 4 "

ZRC30DA FT 6 F10 / FI4 DS46 30x130 H30 GI / 2 "

ZRC32DA F16 0215 DS46 30x130 H30 GI / 2 "

ZRC34DA F16 + F25 0215 DS46 30x130 H30 GI / 2 "

ZRC36DA F16 + F25 0215 DS55 30x130 H30 GI / 2 "
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Zeetork Automation and Control Pte. Ltd.

Singapore : 22 Sin Ming Lane, #06-06, Midview City, Singapore -573969

India : S.F.No 617/2H2, Vadakku Thottam, Malumichampatti P.O, L&T  road, 

Coimbatore - 641021

www.zeetork.com sales@zeetork.com
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