
ZRG Series
Quarter Turn Gear Operators



• The ZRG Series gear operators are quarter turn devices used to operated 
butterfly, ball, plug Valves and dampers.

• The ZRG Series range of quarter turn worm gear operators and robust  
industrial grade products manufactured with cast iron Housing 
components.  This series are compact, designed, epoxy. 

• Primer coated and feature high performance axial bearings

• These gear operators are well suited for chemical , power, oil & Gas, 
waterworks, sewage, HVAC and other general industrial applications.

ZRG - Series

Performance Specifications of Quarter Turn Gear Operators
(Manual Operations – ZRG Series)

Options :
• Locking Arrangements
• Housing Material  Options (Ductile Iron/ Carbon Steel / Stainless Steel)
• Worm Wheel Material(AI Bronze)
• Shaft, Hardware and Handwheel (Stainless Steel)

Specifications :
• Std Enclosure – IP-65 & ip-67
• Lubrication – High performance Grease Filled NIGI-2)

Features : 

• 24 models up to 1,00,000 NM output torque
• Alloy steel input shafts
• Rugged Design
• High-performance Axial bearings
• Epoxy primer coating
• Powder coated handwheels for smooth and easy 

operation
• Storke- 0° to 90 ° (+/- 5 °)



MODEL

RATED

OUTPUT

TORQUE

MECH

ADVANTAGE
+10% RATIO

ISO 

5211 

MOUNTING

APPROX  
UNIT

WEIGHT

(kg)

RECOMMENDED
HANDWHEEL 

(MM) A B C D E F G Ød

ZRG25 250 8 33:1 F05,F07 2.7 Ø175/200 49.5 110 78 161 36 90 23 12

ZRG50 500 10 40:1 F07,F10 5 Ø200/250 63 136 98 175 54 108 35 15

ZRG70 700 10 40:1 F07,F10,F12 7 Ø300/350 74 143 95 201 45 128 39 20

ZRG100 1000 12 44:1 F10,F12,F14 9.5 Ø350/400 86 176 116 210 70 140 47 20

ZRG150 1500 14 48:1
F10,F12,F14

,F16 12 Ø450/500 92 198 137 226 82 90 44.5 20

ZRG200 2000 16 60:1
F10,F12,F14

,F16 15 Ø450/500 86 214 156 242 83 176 46 20

ZRG300 3000 20 73:1
F14,F16 

F25

33

36.5 Ø500/600 113 265 206 250 85
250

300 62 20

ZRG350 3500 22 80:1
F12,F14,F16 

F25

30
35 Ø450/500

122.
5

119.
5

245 232 253 84
244
300 64 20

ZRG400 4000 24 90:1 F16,F25 58 Ø500/600 133 305 268 249 100 350 78 20

ZRG450 4500 50 264:1
F12,F14,F16 

F25

38
43 Ø500/600

122.
5

119.
5

245 232 253 84
244
300 64 20

ZRG650 6500 65 292:1
F14,F16 

F25

41

50 Ø600 113 265 206 324 85
250

300 62 20

ZRG800 8000 70 300:1 F16,F25 65 Ø600/750 133 305 268 355 100 350 78 20

ZRG1000 10000 75 300:1 F25,F30 74 Ø600/750 151 348 263 352 110 377 76 20

ZRG1500 15000 100 450:1 F25,F30 84 Ø600/750 151 338 263 396 110 377 76 20

ZRG2250 22500 120 456:1 F25,F30,F35 136 Ø600/750 157 424 334 430 133 469 88 20

ZRG3500 35000 253 1150:1 F25,F30,F35 160 Ø750/900 157 424 334 471 133 469 88 20

ZRG5000 50000 287 1302:1 F30,F35,F40 380 Ø750/900 203 650 595 599 199 706 103 20

ZRG7500 75000 400 1788:1 F40,F48 430 Ø750/900 203 650 595 656 199 706 103 25

ZRG10000 100000 600 2624:1 F40,F48 450 Ø750/900 203 650 595 656 199 706 103 25



ZRGE SERIES

ZRGE – Series : Quarter Turn Worm Gear 
Operators for Electrical Actuation

Features:
• 19 models up to 85,000 NM output torque
• Heat Treated worm Shafts
• Surface hardened worm wheels
• High Performance axial bearings
• Epoxy primer coating
• Stroke – 0 ° to 90 ° (+/- 5 °)
• Compatible with all electrical actuators

Performance Specifications of Quarter-Turn 
Gear operators 

(Electrical Actuation – ZRGE Series)

Options:
• Housing Material options (Ductile Iron/ carbon steel / Stainless)
• Worm wheel material (Al. Bronze)
• Shaft & hardware (Stainless Steel)

Specifications:
• Std Enclosure – IP-65 & IP-67
• Lubrication – High Performance Grease Filled (NLGI-2)

ZRGE – Series  
The gear operators in this series are quarter-turn devices designed for 
compatibility with electrical actuators to operate butterfly valves, ball valves, 
plug valves, and dampers. 

The ZRGE series gear operators share similarities with the ZRG series gear 
operators, but they are constructed with higher-grade materials and enhanced 
surface treatment of the internal components.



Model

Rated

Output

Torque

(NM)

Mech  

Advantag

e

+10%

Ratio

Turns  

to  

Close

ISO 5211

Mounting

Max

Drive

Bore

Approx

Unit  

Weight  

(KG)

Actuato

r  MTG

Flange
⌀d A B C D E F G H

ZRG 70 E 700 10 40:1 10 F07,F10 30 9 F10 20 77 143 95 131 45 128 42.4 45

ZRG 200 E 2000 16 63:1 15.25 F10,F12,F14 55 17 F10 20 89 198 125 148 64 200 51.8 45

ZRG 300E 3000 20 73:1 18.25

F14,F16

80

40

F10 25 113 265 268

165

85

250

62 59

F25 48 186 300

ZRG 360 E 3600 23 90:1 22.5 F16,F25 90 66 F10 25 133 305 268 218 100 350 78 60

ZRG 400E 4000 50 264:1 66

F12,F14,F16 60 36

F10 25

122.5

245 232 280 84

244

64 49

F25 80 41 119.5 300

ZRG 600E 6000 65 292:1 73

F14,F16

80

48

F10 25 113 268 206 278 85 300 62 49

F25 53

ZRG 750 E 7500 70 300:1 75 F16,F25 90 75 F10 25 133 305 268 310 100 340 78 49

ZRG 1000 E 10000 75 300:1 75 F25,F30 100 78 F10 25 151 348 263 307 110 377 76 49

ZRG 1400 E 14000 100 450:1 112.5 F25,F30 100 90 F14 30 151 348 264 347 110 377 76 46

ZRG 2000 E 20000 120 456:1 114 F25,F30,F35 110 145 F14 30 157 424 334 380 133 469 88 46

ZRG 3000 E 30000 253 1150:1 287.5 F25,F30,F35 150 175 F14 30 157 424 334 422 133 469 88 51

ZRG 4500 E 45000 287 1302:1 325.5 F30,F35,F40 150 380 F14 30 203 650 595 550 199 706 103 51

ZRG 6500 E 65000 400 1788:1 447 F40,F48 200 450 F16 35 203 650 595 647 199 706 103 60

ZRG 8500 E 85000 600 2624:1 656 F40,F48 200 460 F16 35 203 650 595 647 199 706 103 60



Zeetork Automation and Control Pte. Ltd.

Singapore : 22 Sin Ming Lane, #06-06, Midview City, Singapore -573969

India : S.F.No 617/2H2, Vadakku Thottam, Malumichampatti P.O, L&T road, 

Coimbatore - 641021

www.Zeetork.com sales@zeetork.com
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